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Name of work : Repair & Reconditioning Arm Cylinder Assembly Of Tata Hitachi Zaxis 120 H
Hydraulic Excavator No. 52473

Part Details

Sr.
Mo, Part Number Description Qty. Rate Amount

Repair & Reconditioning Arm Cylinder Assembly Of

Tata Hitachi Zaxis 120 H Hydraulic Excavator No.

52473 by removing Arm Cylinder Assembly from

machine , Dismantaling , cleaning ,inspectioning

-Removing worn out seals & bushings and replacing

unservicable spares with new spares as per OEM

Specification and fitting the Arm Cylinder Assembly to

machine .
X Providing & fitting following spares as per OEM

Specification
1 TE23324 SEAL KIT 1 No
2 | TCO1399/23 SNAP RING 1 No
3 TCO1399/22 SNAP RING 1 No
4 TCO1399/11 HEX.CAP SCREW 6 No
5 | TD21208/05 ROD NUT 1 No
6 [ TDO00794/07 BUSH 1 No
7 TCO01374/18 HE CUSH BUSH 1 No
B |Cost of Labour Charges
1 |Removing Arm Cylinder from machine I job
2 Diamanting jack cylinder assly. Cleaning, inspecting & i il

Replaceing of seal.
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Deputy Engineer

Mechanical Subdivision, Latur
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