


Supply of Valves & Forced water lubrication system

Various Valves Sizes for Budgetory offer

NS(rJ Item Description Unit 2‘:6 n

1 | Providing and supplying ISI mark C.I D/F reflux
valves (non-return valves ) of following dia
excluding all taxes reflux valves as per 1.S.5312 Part
| (1984)

a) | Without by pass arrangement - P N -1.0
50 mm No
65 mm No
80 mm No
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No




2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
b) | With by pass arrangement - P N-1.0 No
80 mm No
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No




3000 mm No
c) | Without by pass arrangement - P N -1.6
50 mm No
65 mm No
80 mm No
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
d) | With by pass arrangement - P N-1.6
50 mm No




65 mm No
80 mm No
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No

Providing & Supplying double flange sluice valve
confirming for 1S-2906/14846 including worm gear
arrangements as per test pressure stainless steel
spindle, caps excluding all taxes.

Sluice valves - P N -1.0 without byepass
arrangement




50 mm No
65 mm No
80 mm No
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
b) | Sluice valves - P N -1.0 With byepass arrangement
50 mm No
65 mm No
80 mm No




100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
c) | Sluice valve - P N - 1.6 without byepass

arrangement

50 mm No
65 mm No
80 mm No
100 mm No
125 mm No




150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
d) | Sluice valve - PN - 1.6 with byepass arrangement
50 mm No
65 mm No
80 mm No
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No




300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
Providing & Supplying double flanged short body

pattern type manually operated Butterfly Valve

having body, disc and end cover in graded cast iron

to 1S-210 Gr. 200 generally confirming in to IS-
13095-1991, Synthetic rubber faced ring secured on

disc by retaining ring with stainless steel screw

stub shaft of stainless steel riding in teflon bearing
excluding C.C. foundation /structural steel support.
Butterfly valves - P N -1.0 without byepass

arrangement

80 mm No
100 mm No
125 mm No
150 mm No




200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
Butterfly valves - PN -1.0 with byepass

arrangement

80 mm No
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No




600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
Butterfly valves - PN -1.6 Without byepass

arrangement

80 mm No
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No




1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
Butterfly valves - PN -1.6 With byepass

arrangement

80 mm No
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No




1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
4 | Providing and supplying Air Valves as per IS -14845
- 2000 and MJP’s standard specifications of
approved make and quality of following diameters
excluding all taxes.
a) | Air Valve Single Ball Flanged / Screwed Type - P N -
1.0
1) | 12/15 mm No
i) | 20 mm No
i) | 25 mm No
V) | 32 mm No
v) | 40 mm No
vi) | 50 mm No
b) | Air Valve Single Ball Flanged /Screwed Type -P N -
1.6
1) | 12/15 mm No
i) | 20 mm No
i) | 25 mm No
Iv) | 32 mm No
V) | 40 mm No
vi) | 50 mm No
5| Providing and supplying Air Valves as per 1S-10845
and MJP’s standard specifications double orifice
type combined with screw down isolating valve,
small orifice elastic ball resting on a gun metal
orifice nipple, large orifice vulcanite ball seating on
moulded seat ring, inlet face and drilled, .
insurance, third party inspection charges, loading,
unloding, transporta-toin upto departmental stores /
site, etc. complete excluding all taxes.
a) | Double Ball Flanged Type - P N -1.0 With small

Orifice




i) | 50 mm No
i) | 65 mm No
i) | 80 mm No
b) | Double Ball Flanged Type - PN -1.6 With small

Orifice
i) | 50 mm No
i) | 65 mm No
iii) | 80 mm No
6 | Providing and supplying Air Valves as per 1S-14845-

2000 and MJP’s standard specifications double

orifice type combined with isolating sluice valve,

mounted in horzontal position and operated by

wheel gearing, small orifice elastic ball resting on a

gun metal orifice nipple, large orifice vulcanite ball

seating on moulded seat ring, inlet face and drilled,

insurance, third party inspection charges, loading,

unloading, transporta-tion upto departmental storer

/ site, etc. complete excluding all taxes.
a) | Double Ball Flanged Type - PN -1.0
1) | 200 mm No
i) | 150 mm No
iif) | 200 mm No
b) | Double Ball Flanged Type - P N -1.6
1) | 200 mm No
i) | 150 mm No
i) | 200 mm No
7 | Providing and supplying Kinetic Double Orifice type

Air Valves as per MJP’s standard specifications

combined with screw down isolating valve, small

orifice elastic ball resting on a gun metal orifice

nipple, large orifice vulcanite ball seating on

moulded seat ring, inlet face and drilled,insurance,

third party inspection charges, loading, unloading,

transportation upto departmental stores / site, etc.

complete excluding all taxes.
a) | Kinetic Air Valve Flanged Type P-1
i) | 40 mm No
ii) | 50 mm No
i) | 80 mm No




b)

Kinetic Air Valve Flanged Type P-1.6

i) | 40 mm No
i) | 50 mm No
i) | 80 mm No
8 | Providing and supplying Kinetic Double Orifice type
Air Valves as per MJP’s standard specifications
having small orifice elastic ball resting on a gun
metal orifice nipple, large orifice vulcanite ball
seating on moulded seat ring,with built-in Kinetic
features, isolatintg sluice valve mounted in
horizontal position and operated by wheel gearing,
inlet face and drilled,insurance, third party
inspection charges, loading, unloding,
transportation upto departmental stores / site, etc.
complete excluding all taxes.
a) | Kinetic Air Valve Flanged Type P-1
1) | 200 mm No
i) | 150 mm No
i) | 200 mm No
b) | Kinetic Air Valve Flanged Type P-1.6
1) | 100 mm No
i) | 150 mm No
i) | 200 mm No
9 | Providing & Supplying double flange dismantle
joint as per related 1.S code specification excluding
all taxes.
a | Dismantle Joint P.N-1.0
100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No




750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
Dismantle Joint P.N-1.6

100 mm No
125 mm No
150 mm No
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No




1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
10 | Providing & Supplying Surge Suppression Valve as
per related |.S code specification excluding all
taxes.
a) | Surge Supression Valve -P N -1.0
1) | 100 mm No
i) | 150 mm No
i) | 200 mm No
b) | Surge Supression Valve - PN -1.6
1) | 100 mm No
i) | 150 mm No
i) | 200 mm No
11 | Providing & Supplying Air Cushion Valve as per
related 1.S code specification excluding all taxes.
a) | Air Cushion Valve - PN -1.0
1) | 2100 mm No
ii) | 150 mm No
iif) | 200 mm No
b) | Air Cushion Valve - P N-1.6
1) | 200 mm No
i) | 150 mm No
iif) | 200 mm No
12 | Providing & Supplying Zero Velocity Valve as per
related 1.S code specification excluding all taxes.
a) | Zero Velocity Valve - P N -1.0
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No




600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
b) | Zero Velocity Valve - P N -1.6
200 mm No
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No




2000 mm No
2200 mm No
2400 mm No
2500 mm No
2800 mm No
3000 mm No
13 | Providing & Supplying Pressure Relief Valve as per
related 1.S code specification excluding all taxes.
a) | Pressure Relief Valve - P N -1.0
50 mm No
80 mm No
100 mm No
150 mm No
200 mm No
300 mm No
b) | Pressure Relief Valve -P N -1.6
50 mm No
80 mm No
100 mm No
150 mm No
200 mm No
300 mm No
14 | Providing & Supplying Rubber Expansion Joint as
per related |.S code specification excluding all
taxes.
a) | Rubber expansion joint P.N - 1.0
450 mm No
500 mm No
600 mm No
700 mm No
800 mm No
900 mm No
1000 mm No
b) | Rubber expansion joint P.N - 1.6
450 mm No
500 mm No
600 mm No
700 mm No




800 mm No
900 mm No
1000 mm No

15 | Providing & Supplying hudraulically operated
pressure discharge butter fly Valve as per related
|.S code specification excluding all taxes.

a) | HOPD BFV -P N-1.0
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No
750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No

b) | HOPD BFV -P N -1.6
250 mm No
300 mm No
350 mm No
400 mm No
450 mm No
500 mm No
600 mm No
700 mm No




750 mm No
800 mm No
900 mm No
1000 mm No
1100 mm No
1200 mm No
1400 mm No
1500 mm No
1600 mm No
1800 mm No
2000 mm No
2200 mm No
2400 mm No
2500 mm No




Spares list of Valves

Spares List of Various valves for Budgetory Offer

Uni
t
Description of Item/Part Grade Unit | Pric
e
Rs.
Kinetic Air Valve P.N-1.0 & P.N-
1.6
Providing & Supplying following sparers for repairing of valve
excluding all taxes.
Size 40 mm to 80 mm
Material
High Pressure Cover Grey Cast Iron 1S210 Gr200 1
No.
1
Low Pressure Cover Grey Cast Iron 1S210 Gr200 No.
1
Cowl Grey Cast Iron 1S210 Gr200 No.
Ball for high pressure chamber Timber Core with vulcanite 1
coating No.
Ball for low pressure chamber Timber Core with vulcanite 1
coating No.
1
Low pressure seat ring EPDM Nitrile Rubber No.
1
High pressure seat ring EPDM Nitrile Rubber No.
Size 100 mm to 200 mm
Material
1
High Pressure Cover Grey Cast Iron 1S210 Gr200 No.
1
Low Pressure Cover Grey Cast Iron 1S210 Gr200 No.
Cowl Grey Cast Iron 1S210 Gr200 1




No.

Timber Core with vulcanite

1
Ball for high pressure chamber | coating No.
Timber Core with vulcanite 1
Ball for low pressure chamber coating No.
1
Low pressure seat ring EPDM Nitrile Rubber No.
1
High pressure seat ring EPDM Nitrile Rubber No.
Non Return Valve P.N-1.0 & P.N-1.6 ( Single Door )
Providing & Supplying following sparers conforming to IS 5312
for repairing of valve excluding all taxes.
Up to 100 mm
Material
1
Door Grey Cast Iron 1S210 Gr200 No.
1
Bearing Holder Grey Cast Iron 1S210 Gr200 No.
1
Hinge Pin S.S 1S 6603 No.
1
Door Pin S.S1S 6603 No.
1
Door Suspension Pin S.S 1S 6603 No.
Leaded Tin Bronze IS 318 1
Body Seat Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Door Face Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Bearing Bushes LTB-2 No.
101 mm to 200 mm
Material
1
Door Grey Cast Iron 1S210 Gr200 No.
1
Bearing Holder Grey Cast Iron 1S210 Gr200 No.




Hinge Pin S.S 1S 6603 No.
1
Door Pin S.51S 6603 No.
1
Door Suspension Pin S.S 1S 6603 No.
Leaded Tin Bronze IS 318 1
Body Seat Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Door Face Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Bearing Bushes LTB-2 No.
201 mm to 500 mm
Material
1
Door Grey Cast Iron 1S210 Gr200 No.
1
Bearing Holder Grey Cast Iron 1S210 Gr200 No.
1
Hinge Pin S.S1S 6603 No.
1
Door Pin S.S 1S 6603 No.
1
Door Suspension Pin S.S1S 6603 No.
Leaded Tin Bronze IS 318 1
Body Seat Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Door Face Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Bearing Bushes LTB-2 No.

Non Return Valve P.N-1.0 & P.N-1.6 ( Multi Door )

Providing & Supplying following sparers conforming to IS 5312
for repairing of valve excluding all taxes.

Size 600 mm to 800 mm

Material




Diaphragm Grey Cast Iron 1S210 Gr200 No.
1
Hinge Pin S.S1S 6603 No.
1
Door Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Door Face Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Body Seat Ring LTB-2 No.
1
Door Stopper Grey Cast Iron 1S210 Gr200 No.
Size 900 mm to 1200 mm
Material
1
Diaphragm Grey Cast Iron 1IS210 Gr200 No.
1
Hinge Pin S.S 1S 6603 No.
1
Door Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Door Face Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Body Seat Ring LTB-2 No.
1
Door Stopper Grey Cast Iron 1S210 Gr200 No.
Size 1200 mm to 1800 mm
Material
1
Diaphragm Grey Cast Iron 1S210 Gr200 No.
1
Hinge Pin S.S 1S 6603 No.
1
Door Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Door Face Ring LTB-2 No.




Leaded Tin Bronze IS 318 1
Body Seat Ring LTB-2 No.
1
Door Stopper Grey Cast Iron 1S210 Gr200 No.
Size 2000 mm to 2500 mm
Material
1
Diaphragm Grey Cast Iron 1S210 Gr200 No.
1
Hinge Pin S.S 1S 6603 No.
1
Door Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Door Face Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Body Seat Ring LTB-2 No.
1
Door Stopper Grey Cast Iron 1S210 Gr200 No.
Size above 2501 mm
Material
1
Diaphragm Grey Cast Iron 1S210 Gr200 No.
1
Hinge Pin S.S 1S 6603 No.
1
Door Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Door Face Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Body Seat Ring LTB-2 No.
1
Door Stopper Grey Cast Iron 1S210 Gr200 No.

Butterfly Valve P.N-1.0 & P.N-1.6

Providing & Supplying following sparers conforming to IS 13095
for repairing of valve excluding all taxes.

Size 200 mm to 400 mm




Material

1
End Cover Grey Cast Iron 1S210 Gr200 No.
1
Disc seal retaining Ring S.S AISI 304 No.
1
Cottor Pin S.SAISIU 431 No.
1
Shaft Bearing S.S No.
1
Disc seal ring EPDM No.
1
Drive stub shaft seal EPDM No.
1
Thrust Face Ferobestors No.
Size 450 mm to 800 mm
Material
1
End Cover Grey Cast Iron 1S210 Gr200 No.
1
Disc seal retaining Ring S.S AISI 304 No.
1
Cottor Pin S.SAISIU 431 No.
1
Shaft Bearing S.S No.
1
Disc seal ring EPDM No.
1
Drive stub shaft seal EPDM No.
1
Thrust Face Ferobestors No.
Size 900 mm to 1400 mm
Material
1
End Cover Grey Cast Iron 1S210 Gr200 No.
Disc seal retaining Ring S.SAISI 304 1




No.

1
Cottor Pin S.SAISIU 431 No.
1
Shaft Bearing S.S No.
1
Disc seal ring EPDM No.
1
Drive stub shaft seal EPDM No.
1
Thrust Face Ferobestors No.
Size 1600 mm to 2000 mm
Material
1
End Cover Grey Cast Iron 1S210 Gr200 No.
1
Disc seal retaining Ring S.S AISI 304 No.
1
Cottor Pin S.SAISIU 431 No.
1
Shaft Bearing S.S No.
1
Disc seal ring EPDM No.
1
Drive stub shaft seal EPDM No.
1
Thrust Face Ferobestors No.
Size above 2000 mm
Material
1
End Cover Grey Cast Iron 1S210 Gr200 No.
1
Disc seal retaining Ring S.SAISI 304 No.
1
Cottor Pin S.SAISIU 431 No.
Shaft Bearing S.S 1




No.

1
Disc seal ring EPDM No.
1
Drive stub shaft seal EPDM No.
1
Thrust Face Ferobestors No.
Sluice Valve P.N-1.0 & P.N-1.6
Providing & Supplying following sparers conforming to IS 14846
for repairing of valve excluding all taxes.
Size 100 mm to 200 mm
Material
1
Cover Grey Cast Iron 1S210 Gr200 No.
1
Stem S.S1S 6603 No.
1
Gland Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Body seat ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Wedge Facing Ring LTB-2 No.
Carbon Steel IS 1363 Class 1
Stem Nut 4.0 No.
1
Dome Grey Cast Iron 1S210 Gr200 No.
1
Wedge Grey Cast Iron 1S210 Gr200 No.
Size 250 mm to 400 mm
Material
1
Cover Grey Cast Iron 1S210 Gr200 No.
1
Stem S.S1S 6603 No.
Gland Grey Cast Iron 1S210 Gr200 1




No.

Leaded Tin Bronze IS 318 1
Body seat ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Wedge Facing Ring LTB-2 No.
Carbon Steel IS 1363 Class 1
Stem Nut 4.0 No.
1
Dome Grey Cast Iron 1S210 Gr200 No.
1
Wedge Grey Cast Iron 1S210 Gr200 No.
Size 450 mm to 750 mm
Material
1
Cover Grey Cast Iron 1S210 Gr200 No.
1
Stem S.S1S 6603 No.
1
Gland Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Body seat ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Wedge Facing Ring LTB-2 No.
Carbon Steel IS 1363 Class 1
Stem Nut 4.0 No.
1
Dome Grey Cast Iron 1S210 Gr200 No.
1
Wedge Grey Cast Iron 1S210 Gr200 No.
Size 800 mm to 1200 mm
Material
1
Cover Grey Cast Iron 1S210 Gr200 No.
1
Stem S.S1S 6603 No.
Gland Grey Cast Iron 1S210 Gr200 1




No.

Leaded Tin Bronze IS 318 1
Body seat ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Wedge Facing Ring LTB-2 No.
Carbon Steel IS 1363 Class 1
Stem Nut 4.0 No.
1
Dome Grey Cast Iron 1S210 Gr200 No.
1
Wedge Grey Cast Iron 1S210 Gr200 No.
Size 1200 mm to 2000 mm
Material
1
Cover Grey Cast Iron 1S210 Gr200 No.
1
Stem S.S1S 6603 No.
1
Gland Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Body seat ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Wedge Facing Ring LTB-2 No.
Carbon Steel IS 1363 Class 1
Stem Nut 4.0 No.
1
Dome Grey Cast Iron 1S210 Gr200 No.
1
Wedge Grey Cast Iron 1S210 Gr200 No.
Size above 2000 mm
Material
1
Cover Grey Cast Iron 1S210 Gr200 No.
1
Stem S.S1S 6603 No.
Gland Grey Cast Iron 1S210 Gr200 1




No.

Leaded Tin Bronze IS 318 1
Body seat ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Wedge Facing Ring LTB-2 No.
Carbon Steel IS 1363 Class 1
Stem Nut 4.0 No.
1
Dome Grey Cast Iron 1S210 Gr200 No.
1
Wedge Grey Cast Iron 1IS210 Gr200 No.
Tamper proof Kinetic Air Valve P.N-1.0 & P.N-1.6
Providing & Supplying following sparers for repairing of valve
excluding all taxes.
Size 50 mm to 150 mm
Material
1
High Pressure cover Grey Cast Iron 1S210 Gr200 No.
1
Low pressure cover Grey Cast Iron 1S210 Gr200 No.
1
Cowl Grey Cast Iron 1S210 Gr200 No.
Seasoned timber coated 1
Float for high pressure chamber | with steel No.
Seasoned timber coated 1
Float for low pressurte chamber | with steel No.
1
Low pressure seat ring Natural Rubber No.
Size 200 mm to 250 mm
Material
1
High Pressure cover Grey Cast Iron 1S210 Gr200 No.
1
Low pressure cover Grey Cast Iron 1S210 Gr200 No.
1
Cowl Grey Cast Iron 1S210 Gr200 No.




Seasoned timber coated 1
Float for high pressure chamber | with steel No.
Seasoned timber coated 1
Float for low pressurte chamber | with steel No.
1
Low pressure seat ring Natural Rubber No.
Pressure Relief Valve P.N-1.0 &
P.N-1.6
Providing & Supplying following sparers for repairing of valve
excluding all taxes.
Size 50 mm to 100 mm
Material
1
Spindle S.S1S 6603 No.
1
Spring Spring Steel No.
1
Bridge Grey Cast Iron 1S210 Gr200 No.
1
Stay rod M.S No.
1
Bottom spring plate Grey Cast Iron 1S210 Gr200 No.
1
Top spring plate Grey Cast Iron 1S210 Gr200 No.
1
Cover Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Seat Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Valve seat ring LTB-2 No.
Size 125 mm to 250 mm
Material
1
Spindle S.S1S 6603 No.
1
Spring Spring Steel No.




1
Bridge Grey Cast Iron 1S210 Gr200 No.
1
Stay rod M.S No.
1
Bottom spring plate Grey Cast Iron 1S210 Gr200 No.
1
Top spring plate Grey Cast Iron 1S210 Gr200 No.
1
Cover Grey Cast Iron 1S210 Gr200 No.
Leaded Tin Bronze IS 318 1
Seat Ring LTB-2 No.
Leaded Tin Bronze IS 318 1
Valve seat ring LTB-2 No.
Various spares for Budgetory offer
Sr o . .
No Item Description Unit Rate in Rs.
16 | Forced Water Lubrication system as
per related |.S code specification
excluding all taxes.
Hollow cylindrical perforated media S.S No
304 coated with sealing media (CAF)
1 having degree of filtration50 micron
Size @ 100 mm , Length - 800 mm
SS 304 Rod having thread at both end No
2 | with nut & bolts  Size g 10 mm,
Length - 850 mm
3 Double flange Ball Valve Class B PN-
1.0
50 mm No
75 mm No
100 mm No




Double flange Ball Valve Class B PN-

4|16
50 mm No
75 mm No
100 mm No
5 Double flange Ball Valve Class B PN-
2.0
50 mm No
75 mm No
100 mm No
6 Double flange Ball Valve Class B PN-
2.5
50 mm No
75 mm No
100 mm No
6 | Pressure Switch No
17 | Booster pump of Forced Water
Lubrication system as per related |.S
code specification excluding all
taxes.
a)|3.1to5H.P
Impeller No
Water seal No
Impeller Shaft No
b) | 5.1to 10 H.P
Impeller No
Water seal No
Impeller Shaft No
c)|10.1to 20 H.P
Impeller No
Water seal No
Impeller Shaft No
Guide Spider
d) |20.1to 30 H.P
Impeller No
Water seal No
Impeller Shaft No

Guide Spider




