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Name of work : Repair & Reconditioning Boom Cylinder & Bucket Cylinder Assembly of Case
770 Backo Loader No. MH 24 AJ 7847

e e e e

RpTEaTd AMRvET A9 oM. <X g Fifier a1 srafedar RAim o\ /03 /039 WS 90.00
IroIq ATex HRId.
ot 9 3 -
q. foeidl X 9d <o 9 TR @aiRId eI,
2. B qof FRvgrEr drenad) u fdaw e,
3. PRUTT 3MTerel TF / UTH & e 3Ud Yoo AN (S FaX 3l o) AT TR
ATerdIe I &HI Q0 GETPRS Vel
g. SYHIG 9o THH IFHA GRET M I UK BRUI S 9 FA HOATHAY
AT IFHH AN FITER R PRUGN Agel.
y. 1 govd 45 / °gTH JitAar I9 AT AR 3 qof FAIRETOITST Suerer amed.
§. g0l / 3iFa: Y oFR SRR e Fierel =% Yl feeRTa Bogrq JuR e,
. Fre e womel ) gl IS FIvEl SR T <dl FeRUgEl AfRER

Bl
¢ Frerl /fAeuanft ge 9rT |HafeaEr IR B Yl dradld a9

yaTofie HRIT
Q%
iy 9 fmT AR

T BTN SETT I T SwEare i w@ie T i, / 329

fé T 15.02.2021 AT ATEINGTY FATI WATEX,

Td Il G
C:\Users\new\Desktop\New folder (3)\Raviprasad\Alternator starter etc Comparative & Incovri\Rate q3
List.doc

Scanned with CamScanner




——————

Name of w

ork : Repair & Reconditioning Boom Cylinder & Bucket Cylinder

Assembly Case 770 Backo Loader No. MH 24 AJ 7847

Part Details "
Sr. . s .
Nr0 Part Number Description Quan 4 |+\r Rode  [Amounh
Repair & Reconditioning of Radiator Boom Cylinder Assembly Case ‘
770 Backo Loader No. MH 24 AJ 7847 by removing Arm cylinder
Assembly from machine, Dismantaling, cleaning, inspectioning.
A |Removin g Worn out seals & bushing and replacing unservicable spares
with new spares as per OEM specification and fitting the Assembly to
machine.
1 SSP4216/47570425 SEAL KIT 1 No -
2 | BSBMCMA065030/47628217 BIMETAL BUSH 1 No
3 CWM029130389/47570744 BUSH (CEC) 1 No
4 CWMO029130389/47570745 BUSH(ROD EYE) 1 No
5 85826513 HOSE BOOM ROD END 1 No
6 85826512 HOSE BOOM HEAD END 4 No .
B |Cost of Labour Charges s
1 Removing Bucket/arm/Boom Jack assly from machine and refitting after 1 Job
repairs.
2 Dismantaling Bucket/Arm/Boom Cylinder assly, cleaning, inspecting & 1 Job
replaceing of seal of seal with test and trial.
3 |Cylinder Barrel End Bush Replacement Job
4 |Removing and refitting high pressure hose assly 2 Job
Repair & Reconditioning of Bucket Cylinder Assembly Case 770
Backo Loader No. MH 24 AJ 7847 by removing Bucket cylinder
Assembly from machine, Dismantaling, cleaning, inspectioning.
B Removing Worn out seals & bushing and replacing unservicable spares
with new spares as per OEM specification and fitting the Assembly to
machine.
1 SSP4218/47568736 SEAL KIT 1 No
2 BWW040G12016 SNAP RING 1 No
3 CWMO029090387/47568612 BUSH 2 No
4 B03190509/85812180 HOUSE BUCKET CYL HEAD 1 No )
5 B03190509/85812181 HOUSE BUCKET CYL ROD 1 No
B |Cost of Labour Charges
I Removing Bucket/arm/Boom Jack assly from machine and refitting after 1 Job
repairs.
2 Dismantaling Bucket/Arm/Boom Cylinder assly, cleaning, inspecting & 1 Job
replaceing of seal of seal with test and trial.
3 |Cylinder Barrel End Bush Replacement 1 Job
4 |Removing and refitting high pressure hose assly 2 Job

(Y.S:Biradar)
Deputy Engincer
Mechanical Subdivision, Latur

Scanned with CamScanner



