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RATE PROFORMA

GOVERNMENT OF MAHARASHTRA

WATER RESOURCES DEPARTMENT

Budgetory Offer No. 02

Issue Date - 12/04/2018 Closing Date - 11/05/2018 Opening Date - 14/05/2018

Executive Engineer, Lift Irri_gation Mechanical Division No.1, Bhandara.

Sealed rates (excluding of GST) are invited from OEM by the Executive Engineer, Lift Irrigation Mechanical Division
No.1, Bhandara. (Phone No.07184-252166) for the purpose of estimation of the following works.

Budgetory offer for Supplying, installing, testing and commissioning electricaily operated Double flanged
Butterfly valve of 2700 mm diameter for rising main at Mokhabardi Lift Irrigation Scheme, Dist.-Nagpur.

Sr.
No.

Qty

Unit

Description

Rate

Rs. P

Amount

Nos

Supplying, installing, testing and commissioning electrically operated Double flanged
Butterfly valve of 2700 mm diameter as per relevant indian / international standard of
following specification along with gear box, electric motor and extension stem with all

other accessories.

a) Diameter of rising main = 2700 mm

b) Flow = 13.98 m*/sec

¢) PN Rating = 1.0

d) Material of construction-

i) Body - spheroidal graphite iron

ii) Disc - spheroidal graphite iron

iii) shaft - stainless steel

iv) seating ring / seal retaining ring - stainless steel

v) Seal - Elastomers

vi) shaft bearing seal - Manufacture standard suitable for duty
vii) Internal fastenings - stainless steel

viii) External bolting - carbon steel tensile strength 390 N/mm’
e) Service - Tight shut off

f) Flanged

Note - the rate should be excluding of GST.
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