
Item No
Description of Item Unit Material Labour

1  3.3KV /6.6 KV/11 KV  VCB Panel 

Shunt Trip Release Coil 

110 VDC No

220 VDC No

2 Spout Assembly For The Breaker 

 3.3KV   VCB Panel 

800 A, 26.3 kA No

1250 A, 26.3 kA No

3 Spout Assembly For The Breaker 

6.6 KV/11 KV  VCB Panel 

800 A, 26.3 kA No

1250 A, 26.3 kA No

2000 A 26.3 kA No

800 A, 31.5 kA No

1250 A, 31.5 kA No

2000 A 31.5 kA No

800 A, 40 kA No

1250 A, 40 kA No

2000 A 40 kA No

2500A 40 kA No

3150 A 40 kA No

4 Finger  Assembly For The Breaker 

 3.3KV   VCB Panel 

800 A, 26.3 kA No

1250 A, 26.3 kA No

5 Finger Assembly For The Breaker 

6.6 KV/11 KV  VCB Panel 

800 A, 26.3 kA No

1250 A, 26.3 kA No

2000 A 26.3 kA No

800 A, 31.5 kA No

1250 A, 31.5 kA No

2000 A 31.5 kA No

800 A, 40 kA No

1250 A, 40 kA No

2000 A 40 kA No

2500A 40 kA No

3150 A 40 kA No

6 EL Drive Assembly For The Breaker 

 3.3KV VCB Panel 

800 A, 26.3 kA No

1250 A, 26.3 kA No

7 Finger Assembly For The Breaker 

6.6 KV/11 KV  VCB Panel 

800 A, 26.3 kA No

1250 A, 26.3 kA No

2000 A 26.3 kA No



800 A, 31.5 kA No

1250 A, 31.5 kA No

2000 A 31.5 kA No

800 A, 40 kA No

1250 A, 40 kA No

2000 A 40 kA No

2500A 40 kA No

3150 A 40 kA No

7 Vaccume Bottles For The Breaker 

 3.3KV VCB Panel 

800 A, 26.3 kA No

1250 A, 26.3 kA No

8 Vaccume Bottles For The Breaker 

6.6 KV/11 KV VCB Panel 

800 A, 26.3 kA No

1250 A, 26.3 kA No

2000 A 26.3 kA No

800 A, 31.5 kA No

1250 A, 31.5 kA No

2000 A 31.5 kA No

800 A, 40 kA No

1250 A, 40 kA No

2000 A 40 kA No

2500A 40 kA No

3150 A 40 kA No

9
Metalic Rotary Contact For VCB for the Spring 

Charging Motor  

 3.3KV /6.6 KV/11 KV  VCB Panel 

110 VDC 

220 VDC 

11

Supplying and erecting Single phase,single  core 

balancing current transformers of required ratio 

& burden,  one core for protection of the 

Capacitor 

No.

10/1 A, 26.5 kA No.

15/1A 26.3 KA No.

20/1 A 26.3 KA No.

25/1 A 26.3 KA No.

30/1 A 26.3 KA No.

40/1 A 26.3 KA No.

50/1 A 26.3 KA No.

60/1 A 26.3 KA No.

12  Temperature Scanner Panel
Description of Item Unit

Temperature Scanner Panel



Supplying and installing Temperature scanner 

suitable for operating at 110 V DC or 230 V AC 

mounted in a duly painted sheet metal enclosure 

provided with NO / NC relays for transmitting signal to 

VCBs for trippingwith audiable alarm for both 

windings and bearings RTDs with all other

accessories for satifactory functioning of the system 

etc., complete as per specifications, terms and 

conditions of contract.

Each

13.00  EOT Cranes Job

Description of Item

EOT Crane

Replacement of Em Break Coil For the Breakes Of 

the EOT 

Each 

Tools tackles  
Tong Tester No.

Megger 500 V No.

Digital Megger 5000 V No.

Vibration Meter No.

Tachometer No.

Digital Temperature Gun No.

Dial Guage No.

Sound Level Meter  No.

Relay Current Injection Kit No.

Cable Crimping Unit No.



Total Rate  Remark






